
Smartphones sind aus dem heutigen privaten und vor allem geschäftli-
chen Leben nicht mehr wegzudenken.

Mit dem PA700 bringt Unitech eine neue Generation eines mobilen 
Endgeräts auf den Markt, welches sich speziell auf die Bedürfnisse des 
professionellen  Benutzers im Handel, Industrie und Gesundheitsbere-
ich konzentriert. Der Unitech PA700 verbindet dabei die Vorzüge eines 
Smartphones mit denen eines Tablets und garantiert somit höchste 
Leistungen in einem formschönen und robusten Design.
 
 
Fortgeschrittene Mobilität 
Um mobil auf das interne Netzwerk zugreifen zu können werden im-
mer öfter Smartphones und Tablets verwendet. Das PA700 „Phonlet“ 
(Telefon / Tablet) hilft dabei sicher und schnell die Daten über das mo-
bile Netzwerk per 3.75G (UMTS/HSDPA/HSDPA+) zu kommunizieren, 
mit der 1.5 GHz Dual Core CPU rasch umzusetzen und erleichtert mit 
dem 4.7 Zoll großen Display das Arbeiten ungemein. Mit 1 GB DDR2 
und 16 GB Flash Speicher sind Sie für den derzeitigen und zukünftigen 
Datenaufwand gesichert.

Mit diesem Speicher und dem neuen Android Betriebssystem  erlaubt 
das PA700 müheloses und gleichzeitiges Arbeiten in verschiedenen 
Applikationen

Das PA700 effektiv und effizient Prozesse steuern von überall und 
jederzeit.

Mehrwert für Ihre Geschäfte
Nutzen Sie also die Vorteile des PA700 und steigern Sie die Effizienz 
Ihrer Prozesse durch die  intelligente Nutzung der Zuverlässigkeit 
der Datenerfassung und Datenübertragung, sowie dem Zugang zum 
internen Netzwerk. Mit dem kostenlosen 12MANAGE, dem Unitech 
Mobile Device Management Tool, sichern und managen Sie Ihre Ger-
äte von einem zentralen Punkt und garantieren somit ganz nebenbei 
höchste Sicherheit für Ihre Daten und Ihre Infrastruktur.

Das PA700 kann mit zwei verschiedenen integrierten Scanmodulen 
für 1D oder 1D/2D Codes ausgestattet sein. Entscheiden Sie selber 
ob und welche Sie benötigen. Nutzen Sie neue Technologien wie NFC 
zur Registrierung am Gerät oder für Kundenbezahlsysteme und ähn-
liches. Somit steht einer Nutzung in vielen Bereichen des täglichen 
Arbeitsalltages nichts mehr im Wege!
It’s time to change, mit Weitsicht!

Hauptmerkmale
• Einfache Integration & Konfiguration in bestehende Systeme
• Sämtliche Vorteile aus dem Profibereich und dem Konsumenten    
   markt Neueste Technologien kombiniert mit der Zuverlässigkeit  
   von Profigeräten
• Erweitern Sie Geschäftsanwendungen durch integrierte  
   Barcodescanner und RFID (HF, NFC)

PA700
Profi Smartphone mit Weitsicht 



PA700
Specifications

Operation System
Processor   TI OMAP 4470 1.5Ghz  
   Dual Core Processor
System Memory  DDR2 1GB SDRAM
   Flash ROM:512MB
OS    Android™ v4.1.1 Jelly Bean
   API Level 16 
Storage   8GB eMMC Flash
Other   Built-in Light & Proximity Sensor
   Built-in G-Sensor
   Built-in eCompass  

Display
Type touch screen  5-point capacitive 
   Multi-Touch Panel
Display Type  4.7” TFT LCD
Max. Resolution  1280 x 720
Screen material  Gorilla® glass with 7H hardness

Camera / Photos / Video
Camera   5M Pixel camera
   Dual Auto Focus
   LED flash light 

Symbologies
1D CCD Barcode scanner 
1D Laser   UPC-A/E, EAN-8/13, Codabar,   
Barcode Engine  Code 39, Code 39 full ASCI,
   Code 93,Code 32, Interleaved &  
   Std. 2 of 5, EAN 128, Code 11,  
   Delta, MSI/Plessey,Code 128,
   Toshiba, RSS expended, RSS 
   Limited, RSS14.

RFID Reader/writer (optional) Frequency: 13.56MHz  
HF/NFC   Support: ISO15693, ISO14443A ,  
   ISO14443B
   Support NFC  
 
Communication
WLAN    802.11 b/g/n
PAN   Bluetooth® 4.0
WWAN   3,75G modem module 
Navigation  GPS, Digital Compass
 
Audio
3.5mm stereo headphone jack
Built- speaker & microphone

Keypad
4 function keys, 2 scan keys, volume keys, power key

Indicator
1 LED indicate charge/Message, Vibrator

Power Source
Battery   Li-Polymer high capacity battery  
   (27Whr), 
Operating time   +/- 6 hours
Backup battery   1 hour
  
Expansion Slot
1x Mini USB 2.0 On-The-Go (OTG)
1x Micro SD Card Slot (up to 32GB)

Enclosure
Weight    285g, (with battery)
Dimension   160mm x 80mm x 17.4mm
   (without engine)

Environmental
Operating temperature  -10 to 50˚C
Storage temperature  -20 to 60˚C
Relative Humidity  5 to 95% (non-condensing)
Drop Specification  1.2 meter 
Environmental Sealing  IP65, Compliance
Vibration and Shock test  MIL-STD-810F, 514.4 process II 
 
Software

 
Accessories
Single slot USB client cradle with single slot battery charger
Power adaptor with universal plugs 
3220mAH standard Battery
MicroUSB Cable
Handstrap

Regulatory Approvals
CE, NCC, FCC, BSMI, VCCI, CCC, RoHS compliance

Unitech’s service program 
UnitCare offers customers a high level of security by a reliable,  
high-quality and effective program for getting your devices serviced 
quickly. It also drives the hidden costs out of your installations. 
UnitCare goes beyond the standard warranty with a complete service 
offer for different need.  
More info: unitcare.unitech.eu
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Gorilla® glass is a trademark of Corning Incorporated

12Manage and 12Solutions are  
Unitech’s software solutions to enhance 
device deployment and remote manage-
ment. This software improves system 
reliability, reduces service costs and 
ensures systems running smootly. 
More info: portal.unitech.eu


